
14885 Monte Vista Avenue Read complete instructions
Chino, Ca. 91710 before installation!
888.360.3696

Step 7: Unplug the head light 

wire harness.

Step 8: Take out the new 

Anzo head light from the box.

Step 9: (A)Please note if your 

vehicle is 2006 you will use 

the L connector for the halos. 

(B) If you have 2007-08 you 

will use the two loose wires.

Step 10: For 2007-2008 trucks 

you will have to splice the 

halos. Pull back the cover to 

expose the wires on the 

corner parking light.

Step 3: Use the 10 mm socket 

to remove the last nut holding 

in the head light.

Step 4: Use the flat head 

screw driver with a cloth to 

remove the head light if you 

are not able to pull off the 

head light from the vehicle.

Step 5: Remove the head light 

from the vehicle.

Step 6: Twist off the corner 

parking light.

Tools needed: 10 mm socket, 

electrical tape, wire splicer, 

flat head screw driver.

Step 2: Remove the rubber 

cover located in the wheel 

well. 

Part Number: 111104-111103   
Application: 2006-2008 Dodge Ram

Step 1: Use the 10 mm socket 

to remove the two screws 

holding the headlight to the 

frame.

Improper installation may 
www.anzousa.com void warranty

Description: Head Light  
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Step 16: Please test all 

functions making sure they 

work properly before driving.

Step 13: Twist the corner 

parking into the new head 

light.

Step 11: Splice the blue wire 

into the middle white/green 

wire and the black to the black 

wire to power the halos.

Step 12: Remove the 

protective plastic on the 

resistor and stick on the back 

of the new Anzo head light.

Step 14: Connect the head 

light wire harness into the 

new head light.

Step 15: Put the new head 

light into the vehicle and 

reverse steps to put the light 

back in.


